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FIG. 1 
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Arcuate Substrate 




E-beam evaporator 



FIG. 3 
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FIG. 4 
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FIG. 58 
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FIG. 5C 



FIG. 5D 
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FIG. 6A 



FIG. 6B 
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FIG. 7 A 




FIG. 7B 
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FIG. 10 
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FIG. 11 A 
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FIG. 11 B 



/ '/£' 

i 

' / ' 

(i fcr- 


' • . ' 

* • 


\ \ 




a? M 

„-■•** I 







F/G. 7tC 



L\ Uaiachanaran ei a!. - Dockc; Nc. AN I 2S 
METHOD FOR FABRICATION OF HIGH 
TEMPERATURE SUPERCONDUCTOR? 
IlnrrvM. i. C w. Ksq 312': 663-9800 

11-16 



_ 1.0 fim 



F/G 



U. Balachandran et al. - Docket No. ANL 287 
METHOD FOR FABRICATION OF HIGH 
TEMPERATURE SUPERCONDUCTORS 
Harry M. Levy, Esq. (312) 663-9800 

12 -16 



1.210' |. . i iii . ii • i j ■ ■ ■ I 




2e o 

FIG. 13A 



7000 i . i i i i i ■ , ' i 




26 O 



FIG. 13B 
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FIG. 14A 
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FIG. 14D 
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FIG. 17 



